MODELS

AMV1162AA

AMV5164AA/AAS  AMV4204AA

AMV5206AA

AMV6E177AA

Colors

White

Bisque

Black

Stainless Steel

Features

Capacity — cu. ft. 15

16

20

20

17

Wattage 1,000

1,000

1,150

1,150

950

Turntable

Turntable On/Off

Wire Racks

1

1

1

2

Word-Prompt Display

4-Digit LED

Scrolling 7-Digit

Scrolling 2-Line

Serolling 2-Line

Serolling 2-Line

Digital Clock 12-Hour

12-Hour

12-Hour

12-Hour

12-Hour

Kitchen Timer

Light Timer Delay Option

Interior Oven Light

Halogen

Surface Lights

Hi/Low/Off

Hi/Low/Of

Hi/Low/0ff

Halogen

Halogen

Control Lockout

Cooking Complete Reminder

Control Setup

Touchmatic® Control System

10 Power Levels

Program Cooking Stages

Custom Program

More/Less Adjust

Warm/Hold

Convection Cook — Variable Temperatures

Combination Speed Cook

Soften

Melt

Auto Defrost

Time Defrost

Rapid Defrost (L Lb.)

Charcoal Odor Filter

\ent Fan 2-Speed

2-Speed

2-Speed

5-Speed

5-Speed

Exhaust (Max.) 220 CFM

220 CFM

220 CFM

300 CFM

220 CFM

Programmed Pads

Popcorn

Sensor

Sensor

Baked Potato

Sensor

Sensor

Sensor

Pizza Slice

Sensor

Frozen Entrée

Sensor

Beverage

Vegetable

Sensor

Sensor

Sensor

Auto Reheat

4 Options

5 Options

Auto Cook

4 QOptions

8 Options

6 Options

Sensor Cook

3 Options

7 Options

6 Options

Sensor Reheat

3 Options

4 Options

4 Options

Product Exterior Dimensions — in. (cm)

Height 16% (41.8) 16% (41.8) 16% (418) 16% (418) 16% (418)
Width 29% (75.9)/29% (76.0) 29%: (74.5) 29% (14.5) 29%; (745) 29%: (74.5)
Depth — Oven Door Closed With Handle  15% (384)/15% (39.1) 15% (39.0) 15% (39.1) 15% (39.1) 15% (39.1)
Cabinet Cutout Dimensions — in. (cm)
Width 30 (762) Min. 30 (762) Min. 30 (76.2) Min. 30 (762) Min. 30 (762) Min.
Top Edge From Cooking Surface 30 (76.2) Min. 30 (76.2) Min. 30 (76.2) Min. 30 (76.2) Min. 30 (76.2) Min.
Opening Depth 13 (330) 13 (330) 13 (330) 13 (330) 13 (330)
Oven Interior Dimensions — in. (cm)
Height — Turntable In Place, If Applicable 874 (22.5)/8% (224) 8% (224) 10% (26.0) 107 (26.0) 9% (239)
Width 214 (54.8)/21%s (55.0)  21%% (55.1) 2% (58.) 2% (58.1) 21% (54.9)
Depth 14% (35.9)/14%5 (36.0) 14% (36.0) 14% (36.5) 14% (36.5) 14% (36.2)
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A. Opening Width: 30" (76.2 cm) min.
B. Opening Depth: 13" (33 cm) min.
C. Counter to Top of Opening:

30" (76.2 cm) min.
D. Range Backguard to Bottom

of Microwave: 2" (5.1 cm) min.

Refer to installation instructions packaged
with unit or consult your local Amana
representative before making any

cutouts or final designs.

Shown: ACM1580AAS With Trim Kit

Trim Kits For Built-In ACM2160AA:
Kits: FTK127 W/E/SS in 27", FTK130 W/E/C/SS in 30"

Cutout Dimensions — in. (cm):

A. Width 251 (64.8) 25 % (64.8)
B. Microwave Height 16 % (42.6) 16 % (42.6)
C. Depth 23% (60.3) 23 % (60.3)

D. Lower Oven Height 30 7% (70.8) min. 30 % (70.8) min

Trim Kits For Built-In ACM1580AA:
Kits: AST2780A B/WIC/S in 27", AST3080A B/W/C/S in 30"

Cutout Dimensions — in. (cm):

A. Width 25% (64.8) 287 (72.4)
B. Height 17% (438)  177% (43.8)
C. Depth 23% (60.3)  23% (60.3)

D. Lower Oven Height 30 7% (70.8) min. 30 % (70.8) min

MODELS AMC4080AA

AMC5101AA

AMC5108AA

AMC5143AA  ACM1580AA

ACM2160AA

AMC6138AA

Style Microwave

Microwave

Three-In-One™
Toaster Microwave

Microwave

Microwave/Convection

Microwave

Microwave/Convection

Colors

White .

Bisque

Black .

Stainless Steel .

Features

Capacity — cu. ft. 08

10

10

14

15

21

13

\Wattage 800

1,000

1,000

1,100

1,000

1,100

950

Turntable .

10 Power Levels .

Touchmatic® Control System .

Digital Clock 12-Hour

12-Hour

12-Hour

24-Hour

12-Hour

24-Hour

24-Hour

Sound On/Off

Low/Mid/Hi/Melody/Off

Low/Mid/Hi/Off

Kitchen Timer

Program Cooking Stages

Multi

Multi

Multi

More/Less Adjust

Easy Cook™* Pad

Broil/Top Brown/Bake

Warm

Preheat

Speed Cook

Toaster With Toasting Rack (Adjustable Dial)

7 Levels

Auto Defrost .

Auto Broil, Roast, Bake

Convection/Combination (Roast/Bake)

Control Lockout

Interior Oven Light .

Cooking Complete Reminder .

Under-Cabinet Installation .

In-Wall Trim Kit

UXAQO24AX**

AST2780A/
AST3080A

FTK127, FTK130

Programmed Pads

Popcorn .

Sensor

Sensor

Sensor

Potato °

Sensor

Beverage b

Pizza .

Sensor

Bacon

Fresh Vegetable °

Sensor

Sensor

Frozen Vegetable

Sensor

Sensor

Frozen Breakfast

Sensor

Frozen Dinner .

Sensor

Sensor

Handy Helper

3-Option

3-Option

3-Option

Kids' Meals

4-Option

4-Option

4-Option

Snack Bar

4-Option

4-Option

4-Option

Diet Cook

Auto Reheat

Sensor

Sensor

Easy Clean

Lbs./Kg Option

Product Exterior Dimensions — in. (cm)

Height 10% (275)

1% (29.)

13% (35.0)

125 16

3L3)

1 (31.2)

13% (344)

12% (323)

Width 19% (489)

20% (516)

20% (528)

2

55.6)

22% (56.6)

23 (606)

20% (55.1)

Depth 13% (35.2)

14% (319)

19% (496)

1%

13.9)

20 (508)

18% (47.7)

W (545)

Stainless Steel Depth 15% (38.5)

16% (419)

18%

165)

20 (545)

Oven Interior Dimensions — in. (cm)

Height — Turntable In Place, If Applicable % (20.2)

% (23

Vs (39)

10/ (275)

10% (21.6)

% (233)

%% (249)
(

Width 13 (330) 13% (336) 13V (343) 14% (375) 15/ (387) 177 (4.5) 14% (369)
Depth 13 (330) 13% (348) 13% (344) 16% (408) 15/ (38.7) 18% (47.) 15% (39.)

*Easy Cook™ Function — Each push adds 30 seconds up to 3% minutes, then each push adds 1 minute up to 99 minutes.

**Do not install above wall oven.
See page 58 for trim kit information.
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